
FUEL CELL
HM400

A tognum Group Brand
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Materials and specifications subject to change without notice.

//	 System

Electrical network capacity	 345 kW 
Thermal capacity at Tmin, exhaust air ≈ 75°C	 250 kW 
Exhaust air temperature	 ca. 400°C
Exhaust air volumetric flow	 max. 2,100 m3/h

//	 Efficiency

Electrical efficiency, gross	 approx. 49 %
Thermal efficiency at Tmin, exhaust air

 ≈ 75°C	 approx. 35 %

//	 Emissions

SO
2
 (sulphur dioxide)	 < 0,01 ppm 

	  (not detectable)
N0

X
 (nitrogen oxide)	 < 2 ppm  

	  (not detectable)
CO (carbon monoxide)	 < 9 ppm

Classified as exhaust air in accordance with TA Luft, which means there  
are no exhaust regulations applicable to operation of a HotModule  
system.

MTU Onsite	 Fuel	D imensions (L x W x H)
Energy Type		  incl. Media Supply
HM400 N	 Natural Gas	 10,000 x 3,000 x 3,900 mm
HM400 B	 Biogas	 10,000 x 3,000 x 3,900 mm
HM400 S	 Sewage Gas	 10,000 x 3,000 x 3,900 mm
HM400 M	 Methanol	 11,700 x 3,000 x 3,900 mm

TECHNIcal DATA
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